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QUICK FILL SYSTEM PARTS (See diagram on the left)

 Key Part   
 # # Description 
108 HB0006 Hose Adaptor 90 Degree, 1” Thread 

109 HE516T Union T 5/16” X 1/4” Thread 

110 HE5164 Compression Fitting, 5/16” X 1/4” Thread 

111 FM6319 1/4” Ball Valve 

112 FM6320 Camlock Adaptor 1” 

113 FM6321 Camlock Cap 1” 

114 FM6323 Close Nipple 1” Thread 

115 FM6324 Hose Adaptor, 1” Thread 

116 FM6325 3 Way 3 Position Ball Valve (Banjo) 

117 FM7046 Spill Saver for Standard Foam Concentrate Jug 

118 FMQF01 Stainless Steel Canister 

 FMQFIL Complete Quick Fill System (Includes all parts shown) 
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Smucker Foam Marker Parts
ELECTRICAL - Continued
Key Part   
 # # Description 

 22 EL8026 Blade Fuse 15 Amp (FM)  

 EL8040 Round Fuse 15 Amp. (LMVC) 

 EL8114 Quick Disconnect Set 4   
  Prong (LM)

 EL8111 Weatherproof Quick   
  Disconnect Set 
  4 Prong 12 Gauge (After ‘97)

 EL8113 Weatherproof Quick   
  Disconnect Set 
  4 Prong 14 Gauge

 EL8044 Wire by the foot 14-4 

 EL8056 Wire by the foot 12-4 

 EL8055 Wire by the foot 12-2

 EL7502 Relay, for LM Wiring (post 2006)

WIRING HARNESS FOR ALL LANDMARK
2 SIDED UNITS AFTER 2007
 

Key Part   
 # # Description 
17.5  EL8103 Wiring Harness for LandMarker  
  Foam Marker (with Switch Box) 
 

WIRING HARNESS FOR ALL LANDMARKS BEFORE 2007
 

Key Part   
 # # Description 
17 EL8003 Wiring Harness for   
  Single Air Compressor LandMarks   
  (25 Ft./14 gauge) (LM0600/ 
  LM1200/LM1400/LM2500/LM00NT)

19 EL80DP Wiring Harness with Switch Box  
  (25 Ft./12 Gauge) (LMOODP)

19 EL80VL Wiring Harness without Switch   
  Box, 2-Way Switch

WIRING HARNESSES FOR PRE ‘97  
FIELD MARK WITHOUT DISCONNECT

Key Part   
 # # Description 
 9 EL8002 Wiring Harness with Switch   
  Box (25 Ft./14 gauge) (FMS/FMTA) 

19 EL800D Wiring Harness with Switch Box  
  (25 Ft./12 gauge) (FMDP)

WIRING HARNESSES FOR POST ‘97  
FIELD MARK WITH DISCONNECT

Key Part   
 # # Description 
19 EL800T Wiring Harness with Switch Box  
  (20 Ft. /16 Gauge) (FM Truck Air)

19 EL8FMS Wiring Harness with Switch Box  
  (20 Ft./14 gauge) (FM/FMTA) 
  (FM Single Compressor)

19 EL8FMD Wiring Harness with Switch Box  
  (20 Ft./12 gauge) (FMDP) 
  (FM Dual Comp)

ALL WIRING HARNESSES COME WITH 12.5 FT. POWER 
LEAD FROM SWITCH TO BATTERY TERMINAL

BRASS/PLUMBING

 Key Part   
 # # Description 
1 BR0001 1/4” Elbow-Male (FM) 

2 BR0002 1/4” External Barb-Female (FM) 

3 BR0003 1/8” M X 1/4” F Elbow (FM) 

 BR0004 1/8” X 1/4” Hex Reducing Nipple 

4 BR1000 Brass Assembly (FM) 

6 BR1060 Pressure Diff. Valve, Remachined 

 BR1065 Relief Valve 103-SS 

 BR1255 1/2” X 1/4” Hex Bush Remachined 

 BR148B 1/4” X 1/8” Hex Bushing 

7 BR14BT Brass 1/4” Branch Tee 

 BR14HB 1/4” Brass Hex Barb 

 BR1818 1/8” Hex Nipple 216-P-2 

 BR184M 1/8” X 1/4” M/F Adapt. Bushing 

8 BR18CN 1/8” Close Nipple 

9 BR18ST 1/8” Street Tee 

8.5 BR0007 1/4” Close Nipple 

9.5 BR14UT 1/4” Street Tee 

 BR1814 1/8” MPR X 1/4” Hose Barb 

 BR0183 1/8” MPT X 3/8” Hose Barb 

 BR18UE 1/8” Brass Union EL 90 

 BR6020 9/16” X 1/4” Brass Tank Adapter  
  Remachined

 BR6030 5/8” X 1/4” Brass Tank Adapter 

 BR0036 1/4” X 3/8” Brass Elbow on LM0600  
  Solenoid Only

NEEDLE VALVES AND
CHECK VALVES
 Key Part   
 # # Description 
5 BR1040 Vertical Check Valve 227 (FM)

10 LM0004 Air Check Valve (LM)

10.5  HB3817 Liquid Check Valve (LMVL) 

 LM0011 Liquid Check Valve (LM) 3/8” Barb 

11 LM0020 Liquid Check Valve (LM) 1/4” Barb 

11.5  LM1414 Liquid Check Valve (Injection)

12 LM1818 Brass Needle Valve  
  (All LandMarks & ‘99 Field Mark  
  Truck Air Units)

12.5  FM6319 Priming Valve (Injection)

82 FM2010 PVC Needle Valve (FM)  
  (98 & Older Field Marks)

83 FM2020 Needle Valve “O” Ring (FM) 

84 FM2011 Needle Valve Handle (FM) 

STAINLESS STEEL CLAMPS  

Key    Part  
 # # Description
   Max Dia.           Min. Dia. 
 CL0004 .62 IN .22 IN  
 CL0008 1.00 IN .44 IN 

13 CL0024 2.00 IN 1.22 IN  
  (Foam Chamber Mounting Clamps) 

14 CL0032 2.50 IN 1.70 IN  
 CL0040         Clamp to Hold Drop Boot on  
                      Nozzle Hose

 CL0048 3.50 IN 2.56 IN 

 CL0080 5.50 IN 4.62 IN 

 CL0152  5 Gallon Tank Clamp (FM) 

 CL0380  Nylon Hose Clamps for    
   1/4” Tubing

 CL0916    Nylon Hose Clamps for    
   3/8” Tubing

 CL0516   Nylon Hose Clamp for    
  5/16” Black Poly Tubing 

ELECTRICAL

Key Part   
 # # Description 
15 EL0003 Wire Protector Loom 

16 EL0006 Electrical Box Assembly (FM) 

18 EL8001 Blade fuse with Holder (15 Amp) 

20 EL8004 Blade fuse with Holder (25 Amp) 

21 EL8010 3-Way Switch DPDT    
  (Screw Connections) 

21 EL8039 3-Way Switch DPDT   
  (Spade Connections) 
  (Includes Connectors)

21 EL8045 3-Way Switch DPDT   
  (Spade Connections)

 FM05PK Switch Package  
  (10 EL8010 3-Way Switches)

 EL8042 2-Way Switch SPST 

22 EL8024 Blade Fuse 25 Amp   
  (LM and FMDP)

22 EL8028 Blade Fuse  30 Amp (LMDP)

F
O

A
M

M
A

R
K

E
R

S

Fax: 888 · 605 · 4140          www.smucker.net      Ph: 800 · 333 · 4503



Key Part   
 # # Description 
94 FM0016 Gast Intake Filter Assembly 

 FM0017 Gast Intake Felt Filter 

37 TH1007 Thomas Intake Filter (White Felt) 

38 TH1034 Thomas Intake Filter   
  (Black Sponge)

39 TH1066 Thomas Intake Filter Assembly  
  (Body, cap, black and white  
  intake filters)

 FMPKFL Thomas Pump Filter Kit  
  (2 Felt Intake, 1 Motor End  
  Filter, 1 Sponge Intake)

32 FM1070 Foam Motor End Filter (6” X 6”)   
  (Thomas)

33 NY108F Nylon Tie for Motor End Filter 

 FM0012 Fine Mesh Liquid Filter 

41 FM0001 Liquid Filter - Clear 

 FM06PK Liquid Filter - Package  
  (10 FM0001 Liquid Filters)

42 FM0102 Liquid Filter - Cleanable, Black   
  (with hose barbs)

 FM0104 Screen for Reusable Liquid Filter 

 FM0105 Gasket for Reusable Liquid Filter 

 FM0106 Liquid Filter - Cleanable   
  (with compression fittings)  
  For ‘99 Truck Air Models 

40 FM1032 Liquid Filter, Cleanable, Brass  

PUMPS AND PUMP PARTS

 

Key Part   Thomas Diagram 
  #   # Description Key # 
31 FM1010 12V Diaphragm Pump   
  with Filter (Thomas)

34 FM7000 Stainless Cover (FM) 

 FM700D SS Double Pump Cover 

35 LM7000 Stainless Cover (LM) 

 LM101D Shurflo Diaphragm Kit (LM) 

 LM101V Shurflo Valve Kit (LM) 

36 LM1011 1.4 GPM Liquid Pump    
  (LM) (ShurFlo)

 LM101F 1.0 GPM Liquid Pump   
  (LMVL) (Flo-jet)

 TH0008 Piston Sleeve 

 TH5374 Eccentric & Bearing .200 18 

 TH6069 Bearing Only .200 

 TH6080 Armature Fan Bearing 32   
  Assembly

 TH6143 Motor End Cap Bearing  7  
  Assembly

 TH6201 Pump Bearing (Fan End) 

 TH6334 Valve Plate Gasket 25 

 TH6541 Valve Plate 26 

 TH7093 Brushes & Wire Lead 17 

 TH8146 Pump Diaphragm 4 

 

FOAM CHAMBERS

 Key Part          
 # # Description  
 23    FM100A      Foam Chamber Less Nozzle & Boot
 FM100B Foam Chamber/Nozzle Assembly   
  without Y Fitting

25A FM1001 Foam Chamber/Nozzle   
  Assembly w/Flex Y

25 FM100C Foam Chamber/Nozzle Assembly  
  w/Flex Y, Mounting Bracket & Clamps

23 FM1001-99 Foam Chamber/Nozzle   
  Assembly with Compression  
  Fitting Y

 FM100C-99 Foam Chamber/Nozzle Assembly  
  with Compression Fitting Y,    
  Mounting Bracket & Clamps

25B FM1001-TA Extended Foam Chamber/Nozzle  
  Assembly with Compression  
  Fitting Y

24 FM1007 FM Chamber Bracket 

 FM1008 FM Chamber Bracket w/Round   
  UHMW Clamp

26 FM900F Pair of 3” Boot/Screen - Yellow 

 FM9005 Pair of 4” Boot/Screen - Black 

27 FM900Y 3” Boot Only-Yellow 

 FM9004 4” Boot Only-Black 

28 FM900S Soc Only 

 FM01PK Soc Package (10 FM900S Socs) 

29 FM9020 2” Drop Nozzle by the Foot - Grey 

29 FM9023 2” Drop Nozzle Hose Cut 24” - Black

 HY14AS Flex Y Assembly (1) 

30 HY14WP Two Flex Y Assemblies   
  with Pre-Mixers (Pre ‘92)

30 HY14NP Two Flex Y Assemblies,   
  No Pre-Mixer (Post ‘92)

105 HY0516 5/16” Flex Y Compression Fitting 

 FM900R Ribbon Marker Kit (set of 2)

 FM9001 3” Yellow Boot/Screen (1)

119 FM9002 Screen Assembly

39

3738
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SOLENOID ASSEMBLIES

*Texas Remcor Solenoids on all new markers*

Key Part   
 # # Description 

 FM301C Asco Solenoid Coil Only 2/3 Way 

85 LM3010 Air Solenoid Assembly (LM)*  
  Texas Remcor 3-way

86 LM5010 Liquid Solenoid Assembly (LM)*  
  Texas Remcor 3-way

 FM301D  Texas Remcor 2-way Coil Only  

 FM301E Texas Remcor 3-way Coil Only 

87 FM3009 3-Way Texas Remcor Solenoid   
  Valve without Fitting (LM and FM) 
  Mfg. Part #2204

89 FM3012 2-Way Texas Remcor Solenoid  
  Valve without Fitting (FM)  
  Mfg. Part #2202 or #2203

90 FM5001 Liquid Solenoid Assembly (FM)*  
  Texas Remcor (2) 2-way

91 FM3001 Air Solenoid Assembly (FM)*  
  Texas Remcor 3-way

* Solenoid assemblies include: Solenoid(s), Solenoid Wires, 
Hose Barbs, and connecting fittings where applicable.

*Solenoid Assemblies with compression fittings (1999-current)

require either FM3009 or FM3012. Order necessary fittings 
separately.

ASCO TEXAS REMCOR

HOSE BARBS

 Key Part   
 # # Description 
65 HB1414 1/4” X 1/4” Straight Barb (FM) 

 HB14MD Hose Mender 1/4” 

66 HB3814 3/8” X 1/4” Straight Barb Flex Y 

 HBQF14 Quick Connector Assembly   
  for 1/4” Tubing

67 HE1258 1/2” Pipe X 5/8” Hose 90   
  EL-Sight Glass

68 HE1414 1/4” Pipe X 1/4” Hose 90 

69 HE1814 1/8” X 1/4”   
  Hose 90-Solenoid Elbow

 FM04PK Solenoid Elbow Package  
  (10 HE1814)

73 HE1838 1/8” X 3/8” Hose 90-Air   
  Pump (LM)

70 HT1814 1/8” X 1/4” X 1/4” Nylon   
  T Barb Solenoid  Tee (FM)

71 HY1414 Hose Barb Y 1/4” X 1/4” X 1/4”-Flex Y 

 FM03PK Y-Barb Package   
  (10 HY1414 Y-Barbs)

 HY14AS Flex Y Assembly (1) 

30 HY14WP 2 Flex Y Assemblies with Pre-Mixer 

30 HY14NP 2 Flex Y Assemblies with no   
  Pre-Mixer (Newer Markers)

72 HE3838 3/8” X 3/8” Hose Barb   
  EL Liquid Pump (LM)

69.5 HE1438 3/8” Barb X 1/4” Thread

TUBING

By the Foot

Key Part  
 # # Description 
74 VL0140 1/4” ID Vinyl Tubing 

75 VL0380 3/8” ID Vinyl Tubing   
  (Pump Tubing) (LM)

76 VL0580 5/8” ID Vinyl Tubing   
  (Sight Glass Tubing)

107 VL5016 5/16” OD Black Poly Tubing   
  (By the Foot)

TANKS

Key Part   
 # # Description 
47 FM4000 FM Metal Base for 5 Gal. Marker  
48 FM4600 FM Metal Base for 10/15 Gal. Tank   
49 FM480W FM Base for 30 Gal. Tank   
  W/Straps (Flat Mount Base) 

49.5 FM480A FM Base for 30 gal.   
  Tank w/Straps (Side Mount Base  
   for Rangers and Explorers)

50 FM6000 5 Gal. Stainless Tank   
  W/Sight Glass  No Base

51 FM6010 10 Gal. Stainless Tank   
  W/Sight Glass No Base

 FM6015 15 Gal. Stainless Tank   
  W/Sight Glass No Base

52 FM601A Stainless Tank Lid with Gasket 

53 LM110A LandMark 12, 14, 16 & 25 Gallon Lid   
 LM110B LandMark 6 Gallon Tank Lid

 LM110C LandMark 1 Gallon Tank Lid (Injection)

 LM110D Drain Cap for 14 & 25 Gallon Tanks 

54 FM601B Gasket for Stainless   
55 FM601C Lid Relief Valve/Vent 

56 FM602Q Quick Disconnect White (Inlet)  
57 FM603Q Quick Disconnect Black (Outlet)  
58 FM602V Stainless Inlet Valve Coupler 

59 FM603V Stainless Outlet Valve Coupler  

60 FM6040 Tank Tube “O” Ring 

61 FM630B 30 Gal. Tank with Sight Glass,   
  No Base

62 FM6520 Grommet for Sight Glass 

63 FM6570 Sight Glass Nut 

 FM6600 Sight Glass Kit* 

 FMIIA2 10 Gal. Tank Assembly Boxed** 

 FMIIA3 15 Gal. Tank Assembly Boxed** 

64 LM9000 6 Gal. LandMark Tank Assembly*** 

64 LM6003 12 Gal. LandMark Tank Assembly*** 

64 LM6000 14 Gal. LandMark Tank Assembly*** 

 LM6016 16 Gal. LandMark Tank Assembly***

 LM6016-VL 16 Gal. Tank Assembly for Side Valve Marker

 LM6009  20 Gal. LandMark Tank Assembly***  
64 LM8000 25 Gal. LandMark Tank Assembly***

 LM6101 1 Gal. LandMark Tank Assembly (Injection)

* Sight Glass Kit includes: 2 Elbow Barbs with Nut, 2 
Grommets, 2 Stainless Clamps, Vinyl Sight Glass

** Field Mark Tank Assemblies include: Tank with Lid and 
Sight Glass, Tank Base and Clamps

*** LandMark Tank Assemblies include: Tank, Lid, Dip
     Tube/or Bulkhead Fitting and Liquid Filter
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101
102-103

100-100A

105

COMPRESSION FITTINGS

 

Key Part  
 # # Description
 
100 HE5164 5/16” Compression  
   X 1/4” Thread

100A HE5138 5/16” Compression  
  X 3/8” Thread

100B HE3804 3/8” Compression

  X 1/4” MPT

100C HE3802 3/8” Compression

  X 1/8” MPT

100D HE5168 5/16” Compression

  X1/8” MPT

101 HE0001 5/16” Compression   
  Union Elbow

102 HE18SA 5/16” Slip Tube for   
  Compression X 1/8” Thread  
103 HE14SA 5/16” Slip Tube for   
  Compression X 1/4” Thread

 HE0002 5/16” Poly Tubing   
  Hose Mender

104 HE0003 5/16” Bulkhead Compression   
  Fitting

105 HY0516 5/16” Y Compression   
  Fitting X 3/8” Thread

109 HE516T 5/16” T Compression Fitting 

 HB0008 Enlargers 5/16” to 3/8”

MISCELLANEOUS
Key Part  
 # # Description 

 NB1175 3/4” Air Pump Screw 

78 NB1137 3/8” Solenoid Screw 

80 NB0001 #10, 1 1/4” Liquid Pump   
  Screw (LM)

81 NB0010 #10 Flat Washer 

 LM4000-SS LandMark Pump Base 

106 FM0020 Cord, Strain Relief 

33 NY108F 14” Nylon Tie Reusable-End Filter 

 NY108D 11” Nylon Tie-Tubing 

 NY108E 5 3/4” Nylon Tie

120 FM0018 Fiberglass Box for TA’s

 FMSBKT Split Boom Plumbing Kit 

REGULATOR ASSEMBLIES

 Key Part   
 # # Description 
 FM3310 TA Air Pressure Regulator,   
  Wilkerson (Regular, Gauge,  
  w/o Fittings (2000 models)

92 FM3300 TA Air Pressure Regulator   
  Assembly  (Regulator, Gauge 
  & Hose Barbs) (‘98 & Older)

95 FM3005 TA Air Pressure Regulator  
  Assembly (Regulator, Gauge &  
  Compression Fittings (‘99 & Newer)

96 FM3302 Round 0-60 # Gauge for TA Air   
  Pressure Regulator

 FM3312 Square 0-60 # Gauge for TA Air   
  Pressure Regulator

97 FM4501 TA Bracket 

 *TA Air Pressure Regulator Replacement Bowls

 FM3305 AMFLO Replacement Bowl  
  (AMFLO bowls have a silver  
  tip on the bottom of the bowl)

 FM3307 WATTS Replacement Bowl  
  (WATTS bowls have a brass  
  tip on the bottom of the bowl)

98 FM3308 PARKER Replacement Bowl  
  (PARKER bowls have a black  
  tip on the bottom of the bowl)

 FM3311 WILKERSON Replacement Bowls,   
  complete with bowl shield

* Special notes to distinguish Air Pressure Regulators: Watts  
regulator has a round silver main body with a brass tip on   
the bottom of the bowl.

* Parker regulator has a square black main body with a   
 black tip on the bottom of the bowl.

* Wilkerson regulator has a black main body with a built in   
square pressure gauge.

    

 

                          OPERATION INSTRUCTIONS

MIXING THE SOLUTION

To ensure the highest-quality foam marks, we recommend 
using Field Mark® Foam Concentrate. First, fill your tank with 
clean soft water (hard water causes poor foam) and then 
add foam concentrate. When using 80:1 Field Mark® Foam 

Concentrate use the following rates:

 • LandMarkTM 14 Gallon: Use the lid from the tank, fill   
 the lid with foam concentrate (approx. three cups).   
 Remember to plug the hole in the lid to prevent leaks.

 • LankMarkTM 25 Gallon: Use one full lid, and another 2/3  
lid (approx 5 cups).

 • LandMarkTM 12 Gallon: Use approximately 21/2 cups.

 • LandMarkTM 6 Gallon: Use approximately 51/5 cups.

Use the manufacturer’s instructions when using foaming 
agents other than Field Mark® Foam Concentrate.

START-UP

Flip the toggle switch to the right or the left. Foam solution 
and air will travel to one of the chambers and start generating 
foam. Flip the switch to the other side to generate foam on 
the other side.

FOAM ADJUSTMENT

To adjust the foam output, stiffness and volume, adjust the 
brass needle valve. NOTE: If the needle valve is open too far, the foam 

chambers will flood and produce wet, sloppy foam.

MAINTENANCE

There are three filters on the air pump (one 6x6 square filter 
on the end of the motor and two round intake filters). Check 
the pump filters and in-line solution filter regularly and replace 
or clean them as necessary.

FREEZING

When operating in temperatures at or below freezing, one to 
two cups of ethylene-glycol-based antifreeze may be added to 
five gallons of foam solution.

If the system will be exposed to freezing temperatures 
overnight:

 • Reach into the tank and pull the suction tube out to 

 expose it to the air.

 • Run the system for 10 to 15 seconds to clear the foam

 solution from the pump and solenoids.

FOR LONG-TERM STORAGE

 • Drain the tank of foam solution and run fresh water

 through the entire system.

 • While the unit is still running, blow air through the

 suction tube until the system is dry.

 • Flip the power switch to dry the other side.
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